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Technical Characteristics

s 13.56 MHz RFID Interface according to ISO IEC s 13.56 MHz RFID Interface according tdSO IEC

14443 standard. 500hm separated antenna. 14443 standard. 500hm separated antenna.

s Interface for 4 SIM/SAM modules according to s Interface for 4 SIM/SAM modules according to
ISO/IEC-7816 standard. ISO/IEC-7816 standard.

s!12- %* 30 -(Z PROCESSOR s 2)3# BITS .)/3)) -(Z PROCESSOR
S -"YTES 3%2!- -"YTES .l.$&LASH -"YTES 3%$2!- -"YTES &,!3( .!.$

s 'ENERAL PURPOSE INPUT OUTPUTs '"ENERAL PURPOSE input/output (optoisolated and
s ,#% DISPLAY INTERFACE TTL levels)

S -BIT %THERNET INTERFACE s LCD display interface.

s 23 AND 23 SERIAL COMMUNSICATIOBISS %THERNET INTERFACE

s 53" INTERFACE s 23 AND 23 SERIAL COMMUNICAT
s ,INUX OPERATING SYSTEM s 53" INTERFACE

s -(Z 2&)% )NT&eoRhE® ISO IEC s -(Z 2&)% )NTE&eoRhE ® 1ISO IEC o
14443 standard. 500hm separated antenna. 14443 standard. Integrated antenna. 3
s JNTERFACE FOR 3)- &tordi®tOD ULENTERFACE FOR 3)-a8dordimgOdDULEE
ISO/IEC-7816 standard. ISO/IEC-7816 standard w
s 12- PROCESSOR -(z s 12- PROCESSOR -(z B R
s +"YTES 32!- +"YTES &,!3( s +"YTES 32!- +"YTES &,!3( -
s LCD display interface. s USB2.0 interface. There is a RS232 serial o
s 23 AND 23 SERIAL COMM U Ndrondumic&idhS version (ref TR203 - requires =
external power) o
(o)
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